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Abstract
The software alignment of the Vertex Locator (VELO) is a critical component of the LHCb align-
ment strategy. This note demonstrates a potential algorithm to perform the alignment of the VELO
detector-halves. The approach described in this document, and the tools developed, are also ap-
plicable to the alignment of the other LHCb sub-systems and the global relative alignment of the
sub-detectors.
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1 Introduction
This note describes a fast software alignment procedure to align the LHCb vertex locator (VELO) [1]
detector-halves. This is the second stage of the VELO software alignment procedure. The first stage,
the alignment of the VELO modules in their respective halves, has previously been described by the
authors in [2] and a brief update of the results is also given here at the start of Section 4.
The alignment method for both stages is based on a non-iterative least squares fitting method which
utilizes a C++ implementation1 of the ’matrix-crushing’ algorithm Millepede [3]. A brief overview of
this procedure is presented in Section 2.
The proposed detector-halves alignment method, along with the simulation results obtained so far,
are described in detail in Sections 3 and 4.
A summary, conclusions and an outline of plans for future work are given in Section 5.
2 Reminder of VELO alignment procedure
The VELO software alignment algorithm has to align the modules within each of the two VELO
detector-halves and also to align the two detector-halves with respect to (w.r.t.) each other, as the
two RF-boxes will be retracted and reinserted between each LHC fill. The procedure described here
cannot give us information about the absolute detector positions within the LHCb frame (though we
will present some results concerning alignment of the VELO w.r.t. the beam), but this link can be estab-
lished using information from the position resolvers and measurements during the VELO RF-boxes
insertion or from the global alignment.
The global alignment of the full VELO system with respect to the other subdetectors is not consid-
ered here. A technique is under development to perform this global alignment and is described in [4].
However, we note that the global alignment has less free parameters and a simpler geometry than the
VELO situation, and hence could potentially also be performed using the same technique as devel-
oped here for the VELO.
The VELO alignment procedure naturally divides into two distinct parts:
1. An internal alignment of the modules within each VELO detector-half using the residuals on
tracks.
2. A relative alignment of the two detector-halves w.r.t. each other using vertices (primary or beam-
gas interaction) and tracks crossing both halves (overlaps).
An algorithm to perform the first step has been proposed and described in [2]. This algorithm has
been successfully used in 2006 during two testbeam periods : the Alignment Challenge and Detector
Calibration 2 and 3. Preliminary ACDC results could be found on the VELO Alignment webpage [5]
and will be reported in a forthcoming dedicated note.
3 VELO Alignment Algorithm
3.1 Method
Clearly, track residuals within a detector-half are not sensitive to the misalignment of the whole half.
Indeed the constraints applied for the internal alignment (through Lagrange multipliers) prevent any
detector-half movement during this stage. Hence the alignment with standard tracks, if used on one
detector-half only, will not provide any information on its position. We thus need to find other con-
straints, which establish a relation between the two detector-halves. There are two evident answers:
primary vertices and overlapping tracks.
1A standalone version of this code is available from http://ppewww.physics.gla.ac.uk/LHCb/VeloAlign/StandaloneCode.html
page 4
A procedure for LHCb VELO online alignment Ref: LHCb-2007-67
Note Issue: 1
3 VELO Alignment Algorithm Date: July 31, 2007
3.1.1 Overlaps
Overlapping tracks are a powerful constraint for relative positioning of the two detector-halves. By
overlap track we mean a normal track having at least one spacepoint (i.e. an   cluster pair) in each
VELO detector-half2. A previous study [6] has shown that a non-negligible amount of such tracks ex-
ist due to the small overlapping area between the two VELO detector-halves. The alignment using
overlapping tracks can thus proceed by track residual minimization and hence one potentially can ex-
pect to reach a similar precision from this method for the halves as for the internal module alignment
within one half [2].
3.1.2 Primary Vertices
The method using primary vertices, even if less precise than the overlap technique, has some unique
advantages:
	 It provides information from the data on the relative position between the two detector-halves
even when the VELO is open. In this case interactions between the beams and gas occuring in
the VELO area could also be a useful source of tracks.
	 In stable beam conditions, with the VELO closed, the constrained primary vertex fit will also
provide the position of each detector-half relative to the beam. It can be assumed that the PV
position in the X/Y directions is relatively constant around ( 
 ) when close to the
beam spot3.
3.1.3 The Proposed Strategy
Following from the relative advantages of the two techniques discussed above, three running scenar-
ios for alignment algorithm are described:
	 Overlaps only scenario : in this case the method will minimize the  given by the overlap







	 PV only : vertices can be used with or without constraining their (X,Y) position. If the transverse
position is constrained then we could get the position of the halves w.r.t. the beam. If not we get

















It should be noted that ’PV only’ method is the only that could be used when the VELO is in open
position.
In all cases the Millepede [3] approach will be used. In this technique it is necessary to obtain the
local and global derivatives of the system for the different cases. The derivation of these expressions
is presented in the next section.
2Altough we don’t exclude to use all the overlapping clusters in the future.
3This point is justified by the small spread in Z of the interaction region ( 2435 cm) and the relatively small crossing angle
between the two beams at LHC: 67508:9;< [7]
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3.2 VELO Residuals and Global Parameters
3.2.1 General Introduction
The alignment procedure adopted here requires us to derive a linear relationship between the resid-
uals and the alignment constants. This section is analagous to the derivation in the internal VELO
alignment algorithm [2] of expression (30).
To define the hit coordinates in the different frames, the following notation will be used through-




describe the hit coordinates in module, detector-half, and VELO frames
respectively.



































 are respectively the  position of the modules in the detector-half frame and the
 position of the detector-half in the VELO frame. As a result of the constraints equations applied















































' and % - represent the misalignment rotation matrix and translation vector, respectively, for the






represent the same quantities for the transformation
from the detector-half to the VELO frame. Using a superscript 2 to indicate the two frame transforma-
















































4 represent the rotations around the 










As the alignment of the VELO in the LHCb frame is outside the scope of this note, we use the hit
position in the VELO frame, &

, as the reference hit position. Combining the two previous expressions
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3.2.2 Overlap Tracks Case
This case is quite similar to the one treated in Ref. [2] for standard tracks. Since we are measuring
residuals related to the hits in misaligned sensor both the position of the hit in the local frame of
the sensor will change and, as the sensor has moved, the hit position in the VELO frame will also
change. That is, the hit position in the VELO frame, is affected by both the module and detector-half
misalignment.




ﬁ# , i.e., the new hit position in the VELO reference frame, which
will replace &

in equation (6). To do so we use the method described in [2].



























where ﬃ  are the track slopes and


 the track intercepts.
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Defining the misalignment of the hit in the module frame as  !   7  8  , we obtain the required linear



























































































































Assuming that all the module misalignments have been corrected during the internal procedure, one
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This expression is quite similar to the one obtained in the previous note for the internal alignment. The






+ 5 . This contribution comes
with a large lever arm 

 , thus confirming the significant effect of detector-half tilts misalignments as
already observed in [8].







 is the origin of a certain number of tracks which would ideally satisfy the


























represent the vertex location in the frame of one of the detector-halves, which is equiva-




 are, respectively, the slopes and intercepts in the detector-half frame of a track, i.e.the local
track parameters.










































In the presence of detector-half misalignments the vertex position is seen differently in each detector-






























































the vertex misalignment. Assuming the internal alignment has already been performed, a point is














Hence, PV coordinates in a misaligned detector-half frame are related to the true position in the
























































































Note that there is a significant difference here between the overlap track case and the primary vertex
case. In the overlap track case, the hits move in the VELO frame as the detector-halves are misaligned.
However, in the vertex case the PV remains fixed in the VELO frame as the detector-halves are mis-







































We now have all the elements in required to obtain a relation between the local (track and vertex)
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which is the equation we will use in Millepede in order to fit both vertices and detector-half misalign-
ments.










+ 5 . The fact
that we are not sensitive to %

4 is not really a surprise: the interaction region has a very small width
in X and Y, thus providing a weak lever arm for any Z rotational constraint.
















for the first iteration and then is replaced by the one obtained from the local Millepede fit (the same
method is used for non-linear weak degrees of freedom of the internal alignment step).
In the case of performing the relative alignment of the detector-halves, one detector-half is fixed and
the position of the other half is determined. As we are not sensitive to the  -axis rotation, there are
five alignment parameters to determine. If we use only primary vertices coming from the interaction










 . Adding this constraint to the vertex fit, one could get the position of both
detector-halves w.r.t. the beam, thus leading to ten global parameters.
3.2.4 Constraining the detector-half alignment within Millepede
As discussed in section 3.1.3 there are different possible scenarios for the VELO halves alignment,
depending on the VELO configuration: open or closed.
The open VELO alignment will be done using only vertices coming from beam gas events or from
collisions. In the first case only the relative position of one detector-half w.r.t. the other will accessible.
The constraint to apply then is straightforward: one has just to fix one detector-half. When the VELO
is closed and the beam stable one will also have the possibility to get the detector-halves positions
w.r.t the beam.
The degrees of freedom accessible to us in this case are summarized in Table 1.
Method Accessible degrees of freedom















































Table 1 Available de-






parameters denote the right and left halves (respectively C and A side) misalign-
ments w.r.t. the beam respectively. The %

parameters denote the relative alignment of the A and
C halves determined from overlap tracks. Since the relative offset of the detector-halves determined
4preliminary investigations of beam gas interactions have already been started and the approximation still appears to be
sufficiently valid.
5This estimate is obtained via a classic PV fit method.
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from the PV and the overlap tracks must be the same, these parameters are related by the following












0     

10 (24)
These equations are straightforward to implement into the Millepede framework.
4 Results
4.1 Principle of the study
The results of the internal alignment algorithm have been evaluated using simulation events and are
reported in this section.
200 samples of 25000 events each have been produced and propagated through the LHCb simulation
packages. Each sample had a different set of alignment constants which were introduced into the
LHCb geometry using the LHCb Geometry Framework described in [9].
The misalignment values have been randomly choosen within a Gaussian distribution centered on 0
and with the resolution  ﬀ    . The different scales are summarized in Table 4.1, and are inspired by
the study in [8]. The rotations and translations of both the modules and the detector-halves have been
considered.
Component Degree of freedom  ﬀ  1 
Module % 7 , % 8 , % 9 
	
m

























Table 2 Misalignment scales for detector-
half alignment studies.
Each sample comprises a mixture of 5000 minimum bias events (  100,000 tracks) plus 20000 ‘pseudo-
halo’ tracks. As an LHCb simulation of beam halo tracks is not currently available these were gener-
ated by producing high energy particles in GEANT4 at small angles to the beam axis and uniformly
distributed over the silicon sensor surface using the ‘particle gun’ option. These tracks are denoted
’pseudo-halo’ tracks below.
Both of the VELO pattern recognition algorithms were used: the standard VELO pattern recognition
algorithm [10] was run first and then additional tracks were found using generic pattern recognition
algorithm [11]. The generic pattern recognition algorithm has been particularly tuned for the open
VELO case. This algorithm is also required as the standard pattern recognition algorithm does not
currently select overlap tracks.
4.2 Internal Alignment Results
A brief reminder and update of the results on the internal alignment of the modules inside each VELO
detector-half is given in this section. This update demonstrates the improvement obtained using a
mixture of minimum bias and pseudo-halo tracks over the use of minimum bias tracks alone pre-
sented in [2]. Unlike the previous study, the alignment is now run over the full set of VELO modules
in each detector-half.
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4.2.1 Sensitivity to Major Degrees of Freedom
The internal alignment of the modules is primarily sensitive to translations of the modules in the 

and  directions and rotations around the  -axis ( % 4 ). Results on the alignment of all modules in a
detector-half are obtained with minimum bias event tracks alone and with a mixture of minimum bias
and pseudo-halo tracks and are presented on Figs. 1 & 2 respectively. They clearly demonstrate the
improvement obtained if a complementary set of tracks is used. In particular, the systematic effects
observed for backward modules (0 to 3), due to the fact that we are using only tracks coming from
the interaction region, disappear when the pseudo-halo tracks are added. This difference is shown
quantitatively on Figs. 3 & 4 where the fits of the alignment constants after the alignment procedure


















4.2.2 Sensitivity to Weak Degrees of Freedom
In addition to constraining the major degrees of freedom some sensitivity is also obtained to the other
degrees of freedom % 6 , % 5 , and % 9 . This sensitivity is primarily for the modules which are close to
the interaction region, i.e. where track slopes are larger, as can be seen in Figure 5. Restricting the
study to these stations (1 to 14), one obtains a reasonable sensitivty to % 9 ( 

m) and a fair sensitivity
to % 6 and % 5 (0.8  	 and 1.1 
	 respectively), as shown on Fig. 6.
4.3 Detector-half Alignment Results
In all the results presented below the full alignment procedure has been applied: the internal module
alignment is performed followed by the detector-half alignment7. The tracks are refitted after the inter-
nal alignment procedure in order to update their parameters. Before feeding Millepede, a preliminary
vertex fit is made in order to select only the good PV candidates.
This note presents only the results of the alignment for a closed VELO. As said previously, we can
access two types of information in this case: the position of the detector-halves w.r.t. each other (using
overlaping tracks only or primary vertices only); and the position of the detector-halves w.r.t. the
beam (using primary vertices combined or not with overlap tracks information). Below we present a
comparison of the results obtained with the different possibilities.
The results presented have been obtained with relatively low statistics: about 300 overlap tracks and
1500 vertices. Thus, there is still significant possibility for improvement.
4.3.1 Case 1 : Overlaps only
Figure 7 shows the results obtained when running on overlap tracks, fixing one detector-half, for











5 ). Top plots show the correlations
between the generated misalignments and the reconstructed ones, for offsets (left), and tilts (right).
Bottom plots show the corresponding resolution. As we will see later, results with this technique are
as expected much more accurate than the PV method. Resolutions obtained are:








	 for x and y tilts.
6The initial X and Y translation resolution is worse than that reported in [2] as all modules are considered here not just those
in the forward direction. The  -axis rotation resolution is better than that previously reported due to a bug fix in the pattern
recognition code
7Though the two steps could be processed independently.
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4.3.2 Case 2 : PV only
As said previously, the information coming from primary vertices could be used into two different
ways: either to determine the relative position of the two detector-halves by fixing one detector-half,
or to obtain the position of each detector-half with respect to the beam by constraining the vertex
transverse position.
All the results presented here have been obtained with the closed-VELO configuration. However,
they can be easily extrapolated to the open-VELO situation. Indeed, the VELO generic tracking is
not affected by the VELO detector-halves position [11], and one should just expect a degradation of
the alignment constants resolution due to a worse vertex position resolution (as shown in [11] this
degradation is due to the fact that one gets less tracks per vertices in the open configuration).
Figure 8 shows the results obtained when running with one detector-half fixed, for the major detector-











5 ). Top plots show the correlations between the generated
misalignments and the reconstructed ones, for offsets (left), and tilts (right). Bottom plots show the
corresponding resolution.
Figure 9 shows the same results, but now with the vertex transverse position constrained. Degrees











5 . A red dotted line on each of the top
plots shows that the results in this case doesn’t lie on the diagonal as expected. A slight bias appears,
particularly for large misalignments (this explain the outliers seen on the resolution plots of Fig. 9).
This bias comes from the fact that for large misalignments relation (23) becomes less accurate, in
particular if we consider that all the vertices are coming from the same (X,Y) position.
Finally, the best resolutions obtained if one uses only the PV information are:
	 Detector-half position w.r.t. each other (from PV only) :   






for x and y tilts.
	 Detector-half position w.r.t. the beam (from PV only) : 







for x and y tilts.
One should also notice that the chi-square of the fit is slightly worse in the ’position-constrained’ case,
due to the bias cited before. This bias is indeed much smaller in the unconstrained case.
4.3.3 Case 3 : Combining PV and overlaps
As said previously one can also try to run in parallel the PV and overlap techniques in order to im-
prove the resolution, using the constraint equations presented in Section 3.2.4.
Results obtained in this case are shown on Fig. 10. In particular, the resolution plots show that us-






 improvment), but also provides a good correction for all the parameters ( * of the
distributions is much better).
The resolutions obtained, i.e. the ones using the combined method, are:
	 Detector-half position w.r.t. the beam (from PV combined with overlaps) :  







	 for x and y tilts.
The relative detector-half position resolutions stay unchanged, as they are obtained with the overlaps
which provide a much stronger constraint and thus don’t benefit from the PV addition.
Once again, these results have been obtained with low statistics, and a clear improvment could be





 overlap tracks in




 primary vertex events.
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4.3.4 Results with reduced detector-half tilts
The detector-half tilts chosen in this study are large,


	 may be a more reasonable assumption for
the mechanical accuracy with which the detector-half will be positioned. In this case, we observe a
slightly better resolution for all the parameters, thus giving the best results in all cases:








	 for x and y tilts.
	 Detector-half position w.r.t. each other (from PV only) :  







for x and y tilts.










	 for x and y tilts.
	 Detector-half position w.r.t. the beam (from PV only) :  







for x and y tilts.
In the case where the detector-halves are aligned w.r.t. the beam, the difference between the combined
and uncombined methods becomes slightly larger, most markedly for the rotation parameters (tilts).
In the combined case, the resolutions obtained for the translation parameters are well within the trig-
ger requirements. The resolution obtained for tilts w.r.t. the beam are a little worse than may be hoped
for but are still within the requirements. These resolution would improve somewhat with more PVs
than used in this study. Moreover, apart from increasing the statistics, one could also select PV at
larger Z. This would provide a better sensitivity to the tilts by increasing the lever arm.
4.3.5 Sensitivity to weak degrees of freedom
As for the internal alignment, some degrees of freedom are more difficult to constrain. In the detector-
half alignment case, these weak degrees are the ones related to the Z-axis: rotation around and trans-
lation along. However, one could get some sensitivity to both of them by using the different methods
presented.
Relative rotation around Z between the two detector-halves could be constrained using the overlap
tracks. Quantitatively, this leads us to the sensitivity plot shown on Fig. 11. The upper plot shows a
clear correlation between the generated and the reconstructed Z tilt. The bottom plot shows that the
resolution is a factor of 4 better than the introduced misalignment scale. This value could be slightly
improved, if necessary, with more tracks.
For translation along Z vertices provide a much more important constraint than overlap tracks. In-
deed, fitting a vertex independently in the two detector-halves, and comparing the two Z positions
obtained, one gets a fairly precise view of the relative Z distance between the 2 detector-halves. How-
ever, in order not to bias the Z position of the fitted vertex, one should not constrain its transverse
position. Thus the best constraint on the Z translation between the two detector-halves is obtained
in ’open-VELO’ mode. In this case, one gets the result shown on Fig. 12. As expected, the resolution
is slightly worse than for the X and Y parameters (40

m), but it is still relatively accurate and well
within LHCb requirements.
5 Conclusion
A fast alignment method for the LHCb vertex locator has been developed. This procedure performs
the alignment in two steps. First, an internal alignment of VELO modules within each RF-box, using
track residuals. Then, since the detector-halves are moved between each LHC fill, a second step is
required in order to align the detector-halves w.r.t. to each other, thus providing a fully internally
aligned VELO. This step, which is based on the utilization of tracks that pass through both VELO-
halves and on primary vertices, has been described in detail and results presented in this note. A
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method for performing the relative alignment of the open VELO has also been proposed in this note
but the results presented here are only for a closed VELO situation.
The proposed VELO alignment strategy utilises the Millepede program, which enables the alignment
to be performed in only one pass; this is to be compared with classic minimization methods which
require many iterations to provide their result.
An update concerning the internal alignment results described in [2] has been presented. This shows
that if a set of tracks (halo, beam gas,...) is used which is complementary to the standard physics tracks





m precision could be expected on
the relevant translational degrees of freedom (i.e. along 





	 accuracy on the
rotation around the  -axis. This is an important advance over the previous study as it shows that using
a mixture of tracks an alignment of the VELO can be obtained at a precision that would not limit the
performance of the detector. Future work will be undertaken to attempt to select the required tracks
in the LHCb trigger.
The results of the detector-half alignment procedure obtained show that the tracks that overlap be-
tween the two VELO detector-halves provide, as expected, a very strong constraint. With only a few








	   for x and y tilts, are obtained. These results are well within the system requirements.
The primary vertex method is by definition less constraining than the overlap one. However, it’s the
only method that could be used when the VELO is open. With only 1500 vertices and detector-half
tilts of lower than 1 mrad, accuracies of 






	   for x and y tilts,
are obtained. These results are expected to be comparable, tough a little worse, with an open VELO
(we have less tracks per vertices so that we loose some precision).
Apart from the fact that it could be run when VELO is open, an interesting property of the alignment
with primary vertices is that one could use it to align the detector-halves w.r.t. the beam. The idea
proposed in this note is to combine in this case the alignment with PVs with the alignment with over-
laps through the use of contraints. As expected the constraints provide a significant improvement to
the PV method results, if this one is used to get the detector-halves position w.r.t. the beam. Indeed,


















	 respectively. This method could potentially be of interest if external infor-
mation on the position of the VELO halves in the global frame is required.
In conclusion this note has demonstrated the feasibility of performing the second critical stage of
the VELO software alignment. The results obtained on the detector-halves alignment fulfill the re-
quirements of LHCb. The CPU requirements of this algorithm are suitable for operation in the LHCb
environment. This note completes the initial strategy for the LHCb VELO software alignment algo-
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Figure 1 Results of performing an internal alignment of VELO modules using only tracks from min-
imum bias events. For each station each point corresponds to a different set of misalignments. Left
plots shows the misalignment constants for X translations (top), Y translations (middle), and Z rota-
tions (bottom) before alignment. Right plots show the same constants after correction.
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Figure 2 Results of performing an internal alignment of VELO modules using tracks from minimum
bias events and ‘pseudo-halo’ tracks. For each station each point corresponds to a different set of mis-
alignments. Left plots show the misalignment constants for X translations (top), Y translations (middle),
and Z rotations (bottom) before alignment. Right plots show the same constants after correction.
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Mean   0.01053
RMS     5.803
 / ndf 2χ
 86.29 / 76
Constant 
 1.2±    21 
Mean      0.2057± -0.2119 
Sigma    
 0.209± 5.083 







Mean   -4.626e-17
RMS    0.3366
 / ndf 2χ
  57.7 / 51
Constant  1.94± 38.74 
Mean      0.011068± -0.001252 
Sigma    
 0.0097± 0.2887 







Figure 3 Resolution on the corrected misalignment constants for the internal VELO module alignment
using only tracks from minimum bias events. Results from 200 sets of misalignments are shown. Top
plot shows the result for the X and Y translations (in  m), bottom plot shows the result for Z rotation
(in mrad).
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Mean   8.197e-18
RMS    0.1161
 / ndf 2χ
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Mean      0.0013568± 0.0002871 
Sigma    
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Figure 4 Resolution on the corrected misalignment constants for the internal VELO module alignment
using tracks from minimum bias events and ‘pseudo-halo’ tracks. Results from 200 sets of misalign-
ments are shown. Top plot shows the result for the X and Y translations (in  m), bottom plot shows
the result for Z rotation (in mrad).
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Figure 5 Results of performing an internal alignment of VELO modules using tracks from minimum
bias events and ‘pseudo-halo’ tracks. For each station each point corresponds to a different set of
misalignments. Left plots shows the misalignments constants for X rotations (top), Y rotations (middle),
and Z translations (bottom) before alignment. Right plots show the same constants after correction.
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Sigma    
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 / ndf 2χ
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Constant  3.9±   192 
Mean      0.01312± 0.05749 
Sigma    
 0.0105± 0.8159 
Remaining misalignment after correction (in mrad)
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Constant  2.8±   141 
Mean      0.01783± 0.04448 
Sigma    
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Figure 6 Resolution on the corrected misalignment constants for the internal VELO module alignment
using tracks from minimum bias events and ‘pseudo-halo’ tracks. Results from 200 sets of misalign-
ments are shown. Top plot shows the result for the Z translations (in  m), the middle plot shows the
result for X rotations (in mrad) and the bottom plot shows Y rotations (in mrad).
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Figure 7 Detector-half alignment with the overlapping tracks method and one detector half fixed.
This gives the position of one detector-half w.r.t. the other. Top plots show the results obtained for









5 )(right). Bottom plots show the corresponding
resolutions.
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Figure 8 Detector-half alignment with the primary vertices method only and one detector-half fixed.
This gives the position of one detector-half w.r.t. the other. Top plots show the results obtained for









5 )(right). Bottom plots show the corresponding
resolutions.
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Figure 9 Detector-half alignment with the primary vertices method only and vertex transverse position
constrained. This gives the position of both detector-halves w.r.t. the beam. Top plots show the results









5 )(right). Bottom plots show
the corresponding resolutions.
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Figure 10 Detector-half alignment with the primary vertices method and vertex transverse position
constrained, adding the overlapping tracks method constraint. This gives the position of each detector-
half independently w.r.t. the beam. Top plots show the results obtained for detector-halves offsets









5 )(right). Bottom plots show the corresponding resolutions.
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Figure 11 Detector-half alignment with overlapping tracks. This give the position of one detector-half
w.r.t. the other. Top plot shows the results obtained for detector-half Z tilt ( % 4 ). Bottom plot shows the
corresponding resolution.
page 26
A procedure for LHCb VELO online alignment Ref: LHCb-2007-67
Note Issue: 1
6 References Date: July 31, 2007
m)µGenerated Offset (in 























 / ndf 2χ   16.5 / 13
Constant  1.8±  15.3 
Mean      3.712± 4.149 
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Figure 12 Detector-half alignment with the primary vertices method only and one detector-half fixed.
This give the position of one detector-half w.r.t. the other. Top plot shows the results obtained for
detector-half Z offset ( % 
9
). Bottom plot shows the corresponding resolution.
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